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The Kelton® Multi-Axis Scraper is a versatile, multi-purpose 
scraper than can be used to achieve a super-fine finish or for rapid 
wood removal. The unique multi-axis head design gives you the 
ability to position the cutter at any angle suit your particular needs.  

Using the Kelton® Multi-Axis Scraper
This tool should only be used with the scraper cutter used in a 
horizontal position or tilted slightly downward in a “negative 
rake” position with the flat on the tool shaft resting squarely on 
the tool rest.  This produces a non-aggressive cutting action that 
will not self-feed which can result in serious injury.  

Making adjustments on the Kelton® Multi-Axis Cutter Head
By loosening the socket screw on the tool shaft, the cutter head 
can be rotated.  Do not position the cutter at more than 45 degrees 
to the work.  Note: In the event you remove the cutter assembly 
from the tool shaft, make certain to re-install the assembly with the 
tightening screw properly seated in the milled recess on the shaft of 
the cutter assembly.

Setting the Rake Angle
Loosen the cap screw to adjust the angle of the scraper cutter.  Be 
sure all tightening screws are properly tightened before use.

Using the Milled Flats on the Tool Shaft
There are two milled flats on the tool shaft that provide stability and 
eliminate the tendency for the tool to rotate during use. Whether 
you’re using the tool as a traditional scraper or for shear scraping, 
be sure the cutter head assembly is oriented in such a way that the 
flat on the tool shaft will rest flat on the tool rest during use.

Sharpening a Scraper
When used correctly, a properly sharpened scraper will leave a 
smooth, defect-free surface that requires little sanding.  The small 
burr or “wire edge” that forms on the top side of the scraper blade 
during sharpening is what does the actual cutting.  When the burr 
is gone, the tool is dull and needs to be sharpened.  To produce 
a heavy, more aggressive burr, sharpen using bench grinder with 
a coarse stone.  Sharpening can also be done using a hand-held 
diamond honing stone. 

Negative Rake Scraping
For scraping high figured areas and unusually hardwood, position 
the scraper cutter in a slightly downward angle (negative rake 
angle).  This angle produces a less aggressive cut and will often 
times solve tear-out problems.

The Kelton® Multi-Axis Scraper should NEVER be positioned 
with the cutter on top of the tool (B) or with the cutting edge 
tipped upward (A) as this can result in a  serious catch or 
personal injury.
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